
NOTES:
1. ANCHOR BOTS SHALL BE SET AND HELD

VERTICAL AT THE CORRECT LOCATION AND

AT THE PROPER ELEVATION WITH A 34"
STEEL (OR APPROVED EQUAL) TEMPLATE A
MINIMUM OF 24 HOURS AFTER AFTER THE
CONCRETE PLACEMENT HAS BEEN
COMPLETED.  EACH SET OF FOUR BOLTS
SHALL BE TIED TOGETHER BY WELDING
INTO A BASKET WITH #6 BAR CIRCLE OR
APPROVED EQUAL.  THIS IS IN ADDITION TO
THE STEEL TEMPLATE.

2. (4) - ANCHOR BOLTS WITH (2) HEX NUTS.
(2) WASHERS AND (2) S.S. BEVELED
WASHERS PER BOLT WITH THREADED END
GALVANIZED A MINIMUM 20" PER ASTM A153

ANCHOR BOLTS-2" DIA. EQUALLY SPACED
AT 90° ON A 20" DIA. BOLT CIRCLE

20" DIA. BOLT
CIRCLE (TYP)

MAST ARM

45°

45°ANCHOR
BOLT
HOLE

3" EIDE STEEL TEMPLATE
3
4" STOCK THICKNESS

3
6
"

8 VERTICLE BARS
EQUALLY SPACED.
#7 BARS - SINGLE ARM
#9 BARS - DOUBLE ARM

23" MIN. LAP

#4 BAR
CIRCLE TIE

SECTION A-A

PLAN VIEW

HEAVY HEX NUTS.  (8) REQUIRED FOR
TEMPLATE AND ANCHOR BOLT CAGE ASSEMBLY.
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HORIZONTAL AT ALL TIMES
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ANCHOR BOLT CAGE SHALL BE SHOP
FABRICATED FROM #6 BAR CIRCLE

OR 34" SQUARE STOCK OR APPROVED
EQUAL.  WELDED TO INSIDE OF
ANCHOR BOLTS TO HOLD ALIGNMENT.

#4 STEEL REINFORCEMENT BAR
CIRCLE LOCATED OUTSIDE VERTICAL
STEEL BARS.
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